
KEY FEATURES

 Year Product Warranty

 Year Linear Power Warranty

15

25

Mbb half cell design

More Power

High Reliability

Excellent Low-light Performance

Highly Strengthened Design

PID Resistant(Available on Request)

PID Resistance

P-Type

395-415 Watt

Positive power tolerance of 0~+3%

ISO9001:2015: Quality Management System

ISO14001:2015: Environment Management System

ISO45001:2018
Occupational health and safety management systems

IEC61215(2016), IEC61730(2016)

Key Features

Multi Busbar Technology
Better light trapping and current collection to improve
module power output and reliability.

Reduced Hot Spot Loss
Optimized electrical design and lower operating current
for reduced hot spot loss and better temperature
coefficient.

Excel lent Anti-PID performance guarantee via
optimized mass-production process and materials
control.

LINEAR PERFORMANCE WARRANTY
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100%
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84.8%

HOT 2400 Pa
5400 Pa

MBB HC Technology

PID Resistance

P-Type

Tiger Pro 54HC
395-415 Watt

www.jinkosolar.com

Positive power tolerance of 0~+3%

ISO9001:2015: Quality Management System

ISO14001:2015: Environment Management System

ISO45001:2018
Occupational health and safety management systems

IEC61215(2016), IEC61730(2016)

Key Features

Multi Busbar Technology
Better light trapping and current collection to improve
module power output and reliability.

Reduced Hot Spot Loss
Optimized electrical design and lower operating current
for reduced hot spot loss and better temperature
coefficient.

Excel lent Anti-PID performance guarantee via
optimized mass-production process and materials
control.

Certified to withstand: wind load (2400 Pascal) and snow
load (5400 Pascal).

Enhanced Mechanical Load

High salt mist and ammonia resistance.

Durability Against Extreme Environmental
Conditions

15 Year Product Warranty

25 Year Linear Power Warranty

0.55% Annual Degradation Over 25 years
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100%
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PID

605~ 
610W

WWW.HY-PV.COM

IEC 61215 (2016), IEC 61730 (2016) 

RECYCLABLE
PACKAGING
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LINEAR PERFORMANCE WARRANTY
LINEAR PERFORMANCE WARRANTYLINEAR PERFORMANCE WARRANTY

Half-cut cells bring lower cell connection loss and lower
thermal coefficients to ensure higher power output 

Changzhou Huayao Photovoltaic Technology Co.,Ltd.

For Australian Market

HY605~610-M120CDD

Linear warranty from Huayao PV
Standard performance warranty
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MBB HC Technology

Certified to withstand: wind load (2400 Pascal) and snow
load (5400 Pascal).

Enhanced Mechanical Load

High salt mist and ammonia resistance.

Durability Against Extreme Environmental
Conditions

15 Year Product Warranty

25 Year Linear Power Warranty

0.55% Annual Degradation Over 25 years

LINEAR PERFORMANCE WARRANTY

years

ASSOC IATION

Bifacial Output-Backside Power Gain

Tel.  86-519-82160017
Zip.  213213
Add.  266 Yaotang Road, Yaotang Street, 
Jintan District, Changzhou, 213213 China
Email: market@hy-pv.com
Web: www.hy-pv.com

Revised in June 2022 1st Edition
CAUTION: All rights reserved by Huayao PV.
Specifications included in this datasheet are subject to change without 
notice
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MBB HC Technology

Certified to withstand: wind load (2400 Pascal) and snow
(5400 Pascal).

Enhanced Mechanical Load

High salt mist and ammonia resistance.

Durability Against Extreme Environmental
Conditions

Year Product Warranty

Year Linear Power Warranty

0.55% Annual Degradation Over 25 years

LINEAR PERFORMANCE WARRANTY

ASSOC IATION

Working Characteristics

Engineering Drawings I-V Curves 

Electrical Characteristics

Mechanical Characteristics

Maximum Ratings

Packing Configuration

Back View

HY605~610-M120CDD

Ground holes

±3

MC4-EVO

Length of Cable

HY605-M120CDD

605

34.57

17.50

41.38

18.52

21.37

HY605-M120CDD

459

32.12

14.29

38.75

15.09

HY610-M120CDD

463

32.27

14.34

38.82

15.13

HY610-M120CDD

610

34.74

17.56

41.46

18.57

21.55

665

23.50

726

25.65

671

23.70

732

25.86


